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accordance with the timetable if these offers no longer represent a
reasonable estimate of:

(a) the status of the relevant generating unit (e.g., generator
circuit breaker status, outage) or scheduled load for that
dispatch interval, or

(b) the capacity that can be attained taking into account the
ramp rate limitations of the generating unit during the
relevant dispatch interval; or

(c) the demand bids or offers likely to apply for the real-time
dispatch optimization of that dispatch interval.

XXX XXX XXX

Chapter 11
GLOSSARY

XXX XXX XXX

Availability. The duration of time over a specified period that a plant unit is
ready to be in service or operational.

Available capacity. Equal to the registered maximum stable load (Pmax) of
the (aggregate) unit less forced unit outages, scheduled unit outages,
derating, generator technical constraints and weather disturbance that
cause damage to the unit or that would otherwise limit the units capability
to inject power to the grid.

XXX XXX XXX

Generator Technical Constraint. Refers to plant equipment-related failure
limitations encountered during start-up/shutdown procedure, effects of
ambient temperature, and resource-related constraints due to the following:

a) water elevation and diversion requirements for domestic or irrigation
use for impounding hydro plants and water flow from rivers for run-of-
river hydro power plants;

b) steam quality (chemical composition, condensable and non-
condensable gases, steam pressure and temperature) for geothermal
plants;

c) unavailability of fuel resources that are not within the control of the
Generation Company for biomass power plants; and

d) steam flow limitations, station /oad, and electricity demand of its
energy host, in the case of the co-generation systems.

XXX XXX XXX

Projected Output. The loading level nominated by a Generation Company
for its must dispatch generating units or priority dispatch generating units
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. Contingency. xxx XXX XXX
Contingency Reserve. xxx XXX XXX
Demand Control. xxx  Xxx XXX
Demand Control Imminent Warning. xxx  Xxx  xxx
Dispatchable Reserve. xxx  xxx  xxx
Disturbance. xxx  xxx  xxx
. Frequency Control. xxx  xxx  Xxx
Generator. xxx  xxx  xxx
Islanding Operation. xxx  xxx  Xxxx
Islanding Operation. xxx  xxx  Xxxx
Manual Load Dropping. Xxxx XXX XXX
Market Management System (MMS). xxx XXX  Xxx
MMS-Market Participant Interface (MPI). xxx = xxx  xxx
Multiple Outage Contingency. xxx XXX  xxx
Normal State. xxx  xxx  xxx
Offer. xxx  xxx  xxx
. Operating Margin. xxx XXX  Xxx
Preferential Dispatch Units. xxx = xxx  xxx
Real-Time Data. xxx  xxx  xxx
z. Real-Time Dispatch. xxx = xxx  xxx
aa.Red Alert. xxx  xxx  xxx
bb.Regulating Reserve. xxx  xxx  xxx
cc. Security. XXX XXX XXX
dd. Self-scheduled Nomination. xxx  xxx  xxx
ee.Shutdown. xxx  xxx  xxx
ff. Stability. xxx  xxx  xxx
gg. Start-up. The synchronization of a generating unit to the grid from
its outage state (closing of generator circuit breakers).
hh. System Integrity Protection Scheme (SIPS). xxx  xxx  xxx
ii. System Operator System Advisories. xxx = XXX XXX
ji. Voltage Control. xxx  xxx  Xxx
kk. Voltage Instability. xxx  xxx  xxx
Il. Voltage Sag. xxx  xxx  xxx
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Section 6 Bids, Offers and Data Submission and Processing

6.1 Background

XXX XXX XXX

6.1.8. WESM Rules Clause 3.5.11.5 requires Trading Participants to
revise their bids or offers if they no longer represent a
reasonable estimate of either the status (e.g., generator circuit
breaker status, offline state) for the dispatch interval of the
relevant generating unit, the capacity that can be attained
taking into account the ramp rate limitations of the generating
unit during the relevant dispatch interval, or scheduled load or
bids or offers likely to apply in the real-time dispatch
optimization for the dispatch interval.
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6.1.9 Pursuant to WESM Rules Clause 3.5.11.6, Trading
Participants that cancel their bids or offers, or submit bids or
offers less than the maximum stable load (Pmax) or available
capacity of their facility or generating unit are required to
provide justifiable reasons or circumstances of such
cancellation or submission.

XXX XXX XXX
6.9 Format and Contents of Submissions
XXX XXX XXX

6.9.2 Trading Participants shall provide the following information
when submitting market offers:

a. May include up to ten (10) market offer blocks per
(aggregate) unit. The maximum combined capacity of
generation and reserve offers must not be less than the
available capacity of the generator,

XXX XXX XXX

6.9.3 Trading Participants shall provide the following information
when submitting battery energy storage system offers:

a. May include up to ten (10) energy offer blocks per
(aggregate) unit. The maximum combined capacity of
generation and reserve offers must not be less than the
available capacity of the generator;

XXX XXX XXX

6.13 Reuvisions of Self-scheduled Nominations, Bids and Offers Based on
Reasonable Estimates

Trading Participants shall revise their self-scheduled nominations,
bids, or offers, if the self-scheduled nominations, bids or offers
submitted no longer represent a reasonable estimate of either the
following:

a. The status (e.g., generator circuit breaker status, outage) for the
dispatch interval of the relevant generating unit or scheduled
load; or

b. The capacity that can be attained taking into account the ramp
rate limitations of the generating unit during the relevant dispatch
interval; or

c. The loading level, projected output, bid or offer likely to apply in
the real-time dispatch optimization for the dispatch interval.















